
Golf course

Vinyl house

Green maintenance

CKD Head 
Office

Rooftop 
greening

Building space 
greening

	Field etc.

	Golf course

	Greenhouse horticulture 
in glass greenhouse, 
vinyl house, etc.

 Rooftop 
greening  Urban 

expressway 
green belt  General athletic 

park, soccer 
stadium, etc.

 Building space 
greening

 Park green belt

For Economical Watering in Parks, Green Belts, etc.
CKD watering system equipment optimal for automation of

water supply, sprinkling, and irrigation
CKD watering system equipment widely active in watering of urban spaces, such as urban greening, 
rooftop, building space, ground, park, and green space. It realizes economical green space watering 
which matches the age of labor and energy saving for environment protection.

Garden

CL-297A



The goods and their replicas, or the technology and software in this catalog are subject to complementary export regulations 
by Foreign Exchange and Foreign Trade Law of Japan.
If the goods and their replicas, or the technology and software in this catalog are to be exported, laws require the exporter to 
make sure they will never be used for the development or the manufacture of weapons for mass destruction.
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Usage Model Name, Model Number Class, Method Series
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RSC-S5 type
 Solar power
 Pulse output
 Pole attachment

Solar cell 
type

Channel
1 2 4 6 8 12 16  

 Day-of-the-week 
watering (WP type) 

RSC-G type
 Commercial power
 Pulse output
 Wall-mounted

Commercial 
power 
method

1 2 4 6 8 12 16  

 Day-of-the-week 
watering (WP type) 

RSCH-G type
 Commercial power
 Continuous current
 Wall-mounted

Commercial 
power 
method

1 2 4 6 8 12 16

 Intermittent watering  

RSC-1
2WP type

 Dry cell
 Pulse output
 Pole attachment

Alkaline dry 
cell method

1 2 4 6 8 12 16  

 Day-of-the-week 
watering  
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RS-6 type Power 
unnecessary

Operation rainfall (mm)
6

Non-voltage a contact 
output 

S
ol

en
oi

d 
va

lv
e

A
gr

ic
ul

tu
ra

l &
 in

du
st

ria
l w

at
er

, 
riv

er
 w

at
er

 s
pr

in
kl

in
g,

 ir
rig

at
io

n,
 

an
d 

liq
ui

d 
m

an
ur

e 
sp

rin
kl

in
g

O
ut

do
or

s

RSV-K type
 Metal
 Thread connection (A)
 Flange connection (F)

Connection Port size
15 20 25 32 40 50 65 80 100

 Continuous current A       
F     

 Pulse current (P type) A       
F     

GSV type
 Resin
 Thread connection (A)

15 20 25 32 40 50 65 80 100

 Continuous current A  

 Pulse current (P type) A  
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ors RSV-W type
 Metal
 Thread connection (A)

15 20 25 32 40 50 65 80 100

 Continuous current A      

 Pulse current (7L type) A     

O
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s

W
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y ADKAPK
 Pilot kick
 Thread connection (A)
 Flange connection (F)

Port size
8 10 15 20 25 32 40 50

 Continuous current
A        
F   

Automatic Watering Control Equipment  System List
Watering Controller, Solenoid Valve Selection Guide

*Series field ...: Standard products
 : Production-to-order product

2012.11


