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 Double acting cylinder single rod typeJIS symbol

Medium bore size cylinder
Double acting heat resistance type

CMK2-T Series
 Bore size:    20,    25,    32,    40

Stroke length
Bore size (mm)

   20

   25

   32

   40

Standard stroke length (mm) Max. stroke length (mm) Min. stroke length (mm)

25, 50, 75, 100, 

150, 200, 250, 

300

750 5

Note 1: Custom stroke length is available per 1 mm increment.
Note 2: For single foot type (LS type), maximum stroke length is 50 mm.
Note 3: For bellows "J" type, stroke length should be longer than 25 mm.
            Consult with CKD when stroke length is less than 25 mm.

Specifications
Descriptions CMK2-T

Bore size

Actuation

Working fluid

Max. working pressure

Min. working pressure

Withstanding pressure

Ambient temperature

Port size

Stroke tolerance

Working piston speed

Cushion

Lubrication

Allowable energy absorption

mm

MPa

MPa

MPa

mm

mm/s

J

   20

0.166

   25

0.308

   32

0.424

   40

0.639

Double acting heat resistance type

Compressed air

1.0

0.1

1.6

5 to 120

Rc1/8

(up to 200),       (over 200)

50 to 500

Rubber cushion

Not available

+2.0
  0

+2.4
  0

Cylinder weight

Basic

 (00)

   20

   25

   32

   40

Axial foot

(LB)

Axial foot

(LS)

Flange

(FA/FB)

Eye bracket

(CA)

Clevis

(CC)

Clevis bracket

(CB)

Trunnion

(TA/TB)

Additional weight

per S = 10 mm

Descriptions/mounting style

Bore size (mm)

Product weight when stroke length (S) = 0 mm

0.17

0.26

0.29

0.47

0.32

0.52

0.55

0.73

0.25

0.39

0.42

0.60

0.23

0.41

0.44

0.62

0.32

0.50

0.53

0.71

0.18

0.26

0.29

0.49

0.32

0.50

0.53

0.71

0.22

0.36

0.39

0.63

0.01

0.01

0.02

0.02

(Unit: kg)

(E.g.) Product weight of

          CMK2-T-FA-32-50-T0H-D

When S = 0 mm, product weight is 0.44 kg

Additional weight at S = 50 mm is additional weight at S =10 mm 0.02 X                                           = 0.10 kg

Product weight is 0.44 kg + 0.1 kg = 0.54 kg

Product stroke length (50)

10
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CMK2-T Series

How to order

How to order

F Accessory
Note 4

<Example of model number>
CMK2-T-00-20-100-VI
Model: Medium bore size cylinder double acting heat resistance type

     Mounting style : Basic type

     Bore size :    20 mm

     Port thread type : Rc thread

     Stroke length : 100 mm

     Option : Boss cut off

     Accessory : Rod eye

A

B

C

E

F

D

V ICMK2-T 00 20 100

Note on model no. selection
Note 1: 

Note 2:

Note 3:

Note 4: 
Note 5: 

Note 6:

The maximum stroke of the single-end foot type 
(LS type) is 50 mm.
For bellows "J" type, stroke length should be 
longer than 25 mm. Consult with CKD when 
stroke length is shorter than 25 mm.
Instantaneous maximum temperature is the 
temperature when spark and spatter etc. 
instantaneously contacts to bellows.
"I" and "Y" can not be selected at the same time.
Refer to Ending 89 for the custom order specifications 
of rod end form.
Refer to page 84 for variation and combinations 
of options.

E Option
Note 2, Note 3

D Stroke length

C Port thread type

B Bore size

A Mounting style
Note 1

B Bore size (mm)

C Port thread type

D Stroke length (mm)

A Mounting style
Descriptions

F Accessory

E Option

Symbol

Bore size Stroke length Custom stroke length
   20
   25
   32
   40

5 to 750
5 to 750
5 to 750
5 to 750

By 1 mm
increment

Max. ambient
250    

Max. instanteneous
400    

00
LB
LS
FA
FB
CA
CC
CC1
CB
TA
TB

Basic type
Axial foot type (both sides)
Axial foot type (single)
Rod side flange type
Head side flange type
Eye bracket type
Fixed eye
Eye and bush press fitted type
Clevis bracket type (pin and washer split pin attached)
Rod side trunnion type
Head side trunnion type

20
25
32
40

   20
   25
   32
   40

Blank
NN
GN

Rc thread
NPT thread (custom order)
G thread (custom order)

L
M
V

Bellows
Piston rod material (stainless steel)
Boss cut off

I
Y

B2

Rod eye
Rod clevis (pin and washer split pin attached)
Clevis bracket (pin and snap ring attached)
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CMK2-T Series

    CMK2-T

    Note: This caulking type cannot be disassembled.

Internal structure and parts list

1

2

3

4

5

6

7

Rod nut

Piston rod

Rod packing seal

Bush

Rod cover

Cylinder tube

Cushion rubber

Zinc chromate

Industrial chrome plating

Parts name

Steel

   20,   25: Stainless steel

   32,   40: Carbon steel

Fluoro rubber

   20: Dry bearing

   25,   32,   40: Copper

Aluminum alloy

Stainless steel

Fluoro rubber

Material RemarksNo.

8

9

10

11

12

13

14

15

16

Piston A

Piston packing seal

Wear ring

Piston B

Head cover

Hexagon nut

Spacer

Nut

The toothed washer

Parts name

Aluminum alloy

Fluoro rubber

Special plastic

Aluminum alloy

Aluminum alloy

Steel

Steel

Steel

Steel

Zinc chromate

Zinc chromate

Zinc chromate

Zinc chromate

Material RemarksNo.

1 2 3 4 15 16 5 6 7 8 9 10 11 12 13 14

Dimensions
This is the same as the standard type. Refer to pages 95 to 101.
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