SCG‘G Series

Double acting rubber scraper type
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Note 1: Dimensions shown in parentheses are for the rubber cushion type. This type is longer than the air cushion type. HeM
($32, ¢40;+6 mm, 4 50, ¢63;+8 mm, ¢ 80, ¢100; +10 mm) HCA
Note 2: RD and HD in the dimensions indicate the switch end positions, and GC and DC indicate the switch rail end positions. SRL2
Basic type (00) basic dimensions SRG
SRM
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$32 19.5 Rc1/8 M10 x 1.25 | 84 (90) 325 |MRL2
$40 30 | 22 | 27 | M6 | 16 | 5 | Rc1/4 | 9 | 27 | 35 | 52 | M14x1.5|84(90) | 4 | 16 | 5 | 14 | 4 | 58 | 14 | 38 MRG2
$50 35 27 | 32 | M8 | 16 5 Rcl/4 |10.5(31.5| 40 65 | M18x 1.5 {94 (102)| 5 20 8 17 4 68 | 15.5|46.5 |SM-25
$63 35 | 27 |32 | M8 | 16 | 5 | Rca/8 | 12 |31.5| 45 | 75 | M18x15(94(102)| 9 | 20 | 8 | 17 | 4 | 78 |165|565 |CAC3
$80 40 32 | 37 |[M10| 16 5 Rc3/8 14 38 | 45 95 | M22x 1.5 (114 (124)[ 11.5| 25 8 22 4 95 19 | 72 UCAC
4100 40 41 | 37 [M10| 16 5 Rc1/2 15 38 55 | 114 | M26 x 1.5 (114 (124)| 17 30 8 27 4 | 114 | 19 | 89 %
SHC
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Bore size (mm) GLC
$32 135 (141) 1(4) 1(4) 5() | 5(8) Ending
$40 8 | 13 | 21 |139 (145) 1(4) 1(4) 50@) | 5@) | 29 5 o
$#50 11 | 14 | 23 |156 (164) 2.5 (6.5) 1(5) 6.5(10.5)| 5(9) | 34 _E 1S3
$63 11 | 14 | 23 156 (164) 2.5 (6.5) 1(5) 6.5(105) 5(9) | 40 3%
$80 13 | 20 | 32 |190 (200) 8.5 (13.5) 2(7) 125(17.5)| 6(11) | - g '§
$100 16 | 20 | 32 |190 (200) 8 (13) 2.5 (7.5) 12 (17) [6.5(11.5)| - 'E g

Note 3: Refer to page 426 for the HD, RD and projecting dimensions of 2-color indicators with preventive maintenance output.
Note 4: Refer to pages 428, 429 for accessory dimensions.

Note: Each mounting style installation dimension is same as SCG (double acting single rod). Refer to pages 356 to 363.
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