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Pencil shaped cylinder Double acting heat resistance type

SCPD2-T Series
 Bore size:    6,    10,    16

JIS symbol

Specifications

Descriptions SCPD2-T

Stroke length

SCPD2-T

Standard stroke length (mm) Max. stroke length (mm) Min. stroke length (mm)Bore size (mm)

15, 30, 45, 60 5
100

200

260

0.1

Cylinder weight

Type

SCPD2-T

Stroke length

Bore size (mm)
15st

15

24

47

30st

17

27

52

45st

19

31

57

60st

21

34

62

Note 1: Custom stroke length is available per 1 mm increment.

Mounting bracket weight

Foot type
LS

Mounting style
Applicable
bore size

6

6

15

Flange type
FA

4

4

12

Clevis type
CB

-

4

10

(Unit: g)

(Unit: g)

This is the same as double acting SCPD2 Series. Refer to page 15 and 16.

Dimensions

   10

Double acting, heat resistance type

Compressed air

1.0

1.6

5 to 120

M5

+1.0

0

50 to 500

Rubber cushion

Not available

0.041

   6

0.15

0.011

   16

0.162

    6

    10

    16

    6

    10

    16

    6

    10

    16

Bore size mm

Actuation

Working fluid

Max. working pressure MPa

Min. working pressure MPa

Withstanding pressure MPa

Ambient temperature

Port size

Stroke tolerance mm

Working piston speed mm/s

Cushion

Lubrication

Allowable energy absorption J

SCP*2

CMK2

CMA2

SCM

SCG

SCA2

SCS

CKV2

CA/OV2

SSD

CAT

MDC2

MVC

SMD2

MSD*

FC*

STK

ULK*

JSK/M2

JSG

JSC3

USSD

USC

JSB3

LMB

STG

STS/L

LCS

LCG

LCM

LCT

LCY

STR2

UCA2

HCM

HCA

SRL2

SRG

SRM

SRT

MRL2

MRG2

SM-25

CAC3

UCAC

RCC2

MFC

SHC

GLC

Ending



29

SCP*2
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STG

STS/L

LCS

LCG

LCM

LCT

LCY

STR2

UCA2

HCM

HCA

SRL2

SRG

SRM

SRT
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Ending
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How to order

Symbol Descriptions

D

E Accessory
Note 2

00
LS
FA
CB

6
10
16

Basic type
Single axial foot type (rod side)
Rod side flange type
Clevis bracket type (pin and snap ring attached)

Mounting styleA

<Example of model number>

SCPD2-T-00-10-30-0-I
Model: Pencil shaped cylinder heat resistance type
    Mounting style : Basic type
    Bore size :    10 mm
    Stroke length : 30 mm
    Head end port direction : Axial
    Accessory : Rod eye

Note on model no. selection

A

B

C

D

E

SCPD2-T 01000 B115

Note 1: For axial port direction "0", mounting style "CB" is not 
available.

Note 2: "I" and "Y" can not be selected at the same time.
Note 3: Refer to Ending 89 for custom specifications of rod 

end form.
Note 4: Refer to page 6 for variation/option combination.

Bore size (mm)B

Stroke length (mm)C

Blank
O

Vertical
Axial

Head end port directionD

I
Y

B1
B2

Rod eye
Rod clevis (pin and snap ring attached)
Eye bracket
Clevis bracket

6

AccessoryE

Head end port direction
Note 1

C Stroke length

Head cover side port direction

M3SCPD2-T

B Bore size

A Mounting style
Note 1

The direction of the piping port on the support type 00, LB, and FA head cover 
can be selected from vertical or horizontal based on the axis direction.

*Due to caulking structure, can not disassemble.

2 1 3 4 5 6 7 8 9 10

1

2

3

4

5

Rod nut

Piston rod

Hexagon nut

Rod cover

Rod packing seal

Parts name

Steel

Stainless steel

Steel

Special aluminum

Fluoro rubber

Material

Nickeling

Black alumite

RemarksNo.

6

7

8

9

10

Cylinder tube

Cushion rubber

Piston

Piston packing seal

Head cover

Parts name

Stainless steel

Fluoro rubber

Special aluminum

Fluoro rubber

Special aluminum

Material

Black alumite

RemarksNo.

Internal structure and parts list

Model no.

5 to 100
5 to 200
5 to 260

100
200
260

1 mm increment

Bore size Stroke length Available
Stroke length

Custom stroke length

Note : 1 pc./set is applied for a foot (LS) type mounting bracket.

How to order mounting bracket
Bore size
Mounting bracket

Foot (LS)
Flange (FA)

P2-LS-6
P2-FA-6

P2-LS-10
P2-FA-10

P2-LS-16
P2-FA-16

Bore size (   ) 16106

   6
   10
   16

   6
   10
   16

Bore size (   ) 1610

Port size of    6 cylinder
M3 thread is also available.

   6    10    16

SCPD2-T Series

How to order




