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Ending

Specifications

Bore size
Actuation
Working fluid
Max. working pressure
Min. working pressure
Withstanding pressure
Ambient temperature
Port size

Stroke tolerance

Working piston speed
Cushion
Lubrication
Allowable energy absorption

SSD-G1/G4
SSD-G1L/G4L (with switch)

Double acting
Compressed air

1.0

1.6
-10 to 60 (no freezing)

+1.0
0

None
Not required (when lubricating, use turbine oil Class 1 ISOVG 32.)

403225

0.092

50

0.1

63

0.12

80

0.27

100

0.560.0250.021

mm

MPa
MPa
MPa

mm

mm/s

J

0.10.15

Stroke length
Max. stroke length (mm) Min. stroke length (mm) (with strong magnetic field proof switch)Standard stroke length (mm)Bore size (mm)

Note 2) 50

Note 2) 50

1 (10)
5, 10, 15, 20, 
25, 30, 40, 50

5, 10, 20, 30, 40, 50

    25
    32
    40
    50
    63
    80
    100

Descriptions

Rc1/8 Rc1/4 Rc3/8M5

50 to 30050 to 500

The value in (  ) is for 
type with one switch or 
two switches.

Note 1) Custom stroke length is available per 1mm increment.
Note 2) When exceeding the range of standard stroke length, high load type will be applied. Refer to Page 748 for the 

specifications.

 Bore size:    25,    32,    40,    50,    63,    80,    100

JIS symbol

Compact cylinder
Double acting single rod coil scraper type

SSD-G1 Series

Compact cylinder
Double acting single rod spatter adherence prevention type

SSD-G4 Series
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Cylinder weight table (weight with switch includes weight with two switches)

25

32

40

50

63

80

100

(Unit: g)

131

184

265

418

603

1093

1654

222

298

408

612

882

1506

2221

w/o switch w/ switch
146

206

292

460

658

1180

1768

w/o switch
237

320

435

654

937

1593

2335

w/ switch
162

228

318

502

-

-

-

253

342

461

696

-

-

-

w/o switch w/ switch
178

250

345

544

768

1353

1995

269

364

488

738

1047

1766

2562

w/o switch w/ switch
194

271

372

586

-

-

-

285

385

515

780

-

-

-

w/o switch w/ switch
209

293

398

629

878

1526

2223

300

407

541

823

1157

1939

2790

w/o switch w/ switch
241

337

451

713

989

1700

2450

332

451

594

907

1268

2113

3017

w/o switch w/ switch
272

380

504

797

1099

1873

2678

363

494

647

991

1378

2286

3245

w/o switch w/ switch
5 10 15 20 25 30 40 50Stroke length (mm)

Bore size (mm)

Switch specifications

Applications

Light

Load voltage

Load current

Internal voltage drop

Leakage current

Output delay hour Note 1

(ON/OFF delay)

Insulation resistance

Withstand voltage

Maximum shock resistance

Ambient temperature

Protective structure

Descriptions
T2YD

Proximity 2 wire

Red/green LED (ON lighting)

24 VDC     10%

5 to 20mA DC

6V or less

1.0mA or less

30 to 60ms

100M     and over with 500 VDC megger

No failure when 1000 VAC is applied for one minute

980m/s2

-10 to + 60    

JIS C0920 (water tight type), IEC standards IP67, oil registance

Lead wire length

Programmable controller

1m (oil resistant vinyl cabtire cable
    6, 0.5mm2 x 2 conductor) Note 2, Note 3

Note 1: This shows the time from magnetic sensor detects piston magnet until outputs a signal.
Note 2: For lead wire length, 3m and 5m are available as an option.
Note 3: For lead wire material, flame resistance type is available as an option.

SSD-G1/G4 Series
Specifications
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B

How to order
Without switch

With switch

Bore size

A Model no.

C

D

Stroke length
Note 1

Switch model no.

NR I

IN

1032

<Example of model number>
SSD-G4L-32-10-T2YD-R-N
Model: Compact cylinder double acting spatter adherence prevention type

Bore size :     32mm

Stroke length : 10mm

Switch model no. : Strong magnetic field proof proximity switch T2YD

  · Lead wire length 1m

Switch quantity : One on rod end

Option : Rod end male thread

Note on model no. selection

B

C

D

E

F

SSD-G4

T2YDSSD-G4L LB

LB1032

E Switch quantity

F Option

G Mounting
bracket
Note 1
Note 2

H Accessory
Note 3

Note 1:The mounting bracket is enclosed when shipped.
Note 2:When LB2 or FA is selected, the piston rod end 

thread length dimensions WF are different from the 
standard dimensions. Refer to Pages 939 to 940 for 
the dimentions.

Note 3:"I" and "Y" can not be selected at the same time.

Symbol Descriptions

SSD-G1
SSD-G1L
SSD-G4

SSD-G4L

Double acting single rod coil scraper type
Double acting single rod coil scraper type with switch
Double acting single rod spatter adherence prevention type
Double acting single rod spatter adherence prevention type with switch

Model no.

Stroke length (mm)C

Switch model no.D

Switch quantityE

OptionF

*Lead wire length

A

25
32
40
50
63
80
100

25
32
40
50
63
80
100

Bore size (mm)B

Refer to the stroke length table on following page.

N Rod end male thread
Blank Rod end female thread

R
H
D

1 on rod end
1 on head end
2

Mounting bracketG

LB
LB2
CB
CB2
FA
FB

Axial foot
Axial foot (compact type)
Clevis (pin and snap ring attached)
Clevis (compact type) (pin and snap ring attached)
Rod end flange type
Head end flange type

Blank
3
5

1m (standard)
3m (option)
5m (option)

Axial
lead wire

Radial
lead wire

Contact Indication
Lead
wire

T2YD*
T2YDT*

-
-

Strong magnetic
field proof switchPro

xim
ity

2-wire

Accessory (permissible if rod end male thread "N" was selected.)H

I
I2
Y
Y2

Rod eye
Rod eye (compact type)
Rod clevis (pin and snap ring attached)
Rod clevis (compact type) (pin and snap ring attached)

SSD-G1/G4 Series
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1

50

Per 1 mm increment

Stroke length (mm)
Applicable bore size

5

10

15

20

25

30

40

50

(Stroke length table)

    25     32     40     100    80    63    50

Min. stroke length (mm) Note 2

Max. stroke length (mm)

Custom stroke length Note 3

Note 1: When exceeding the range of standard stroke length, high load type (K) will be applied.
             Refer to Page 884 for the specifications and to Pages 890 to 892 for the dimentions.
Note 2: The type of 10 mm or less with strong magnetic field proof switch is not available.
Note 3: The same dimension as next longer standard stroke length applies to the total length.

Switch model no.
(Item      previous page)

How to order switch

SW T2YD*

D

How to order mounting bracket

Foot (LB)
Foot (LB2)
Flange (FA/FB)
Clevis (CB)
Clevis (CB2)

Bore size (mm)
Mounting bracket

SSD-LB-25

SSD-LB2-25

SSD-FA-25

SSD-CB-25

SSD-CB2-25

SSD-LB-32

SSD-LB2-32

SSD-FA-32

SSD-CB-32

SSD-CB2-32

    32

SSD-LB-40

SSD-LB2-40

SSD-FA-40

SSD-CB-40

SSD-CB2-40

    40

SSD-LB-50

SSD-LB2-50

SSD-FA-50

SSD-CB-50

SSD-CB2-50

    50

SSD-LB-63

SSD-LB2-63

SSD-FA-63

SSD-CB-63

SSD-CB2-63

    63

SSD-LB-80

SSD-LB2-80

SSD-FA-80

SSD-CB-80

SSD-CB2-80

    80

SSD-LB-100

SSD-LB2-100

SSD-FA-100

SSD-CB-100

SSD-CB2-100

    100    25

Note 1: The foot type mounting bracket is provided as 2 pcs./set.

SSD-G1/G4 Series
How to order


