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Specifications

Bore size
Actuation
Working fluid
Max. working pressure
Min. working pressure
Withstanding pressure
Ambient temperature
Port size

Stroke tolerance

Working piston speed
Cushion
Lubrication
Allowable energy absorption

SSD-KG1/KG4
SSD-KG1L/KG4L (with switch)

Double acting
Compressed air

1.0

1.6
-10 to 60 (no freezing)

Rubber cushion
Not required (when lubricating, use turbine oil ISO VG32.)

   40   32   25

0.63

   50

0.98

   63

1.56

   80

2.51

   100

3.920.400.16

mm

MPa
MPa
MPa

mm

mm/s

J

0.10.15

Stroke length
Max. stroke length (mm) Min. stroke length (mm) (with strong

magnetic field proof switch)Standard stroke length (mm)Bore size (mm)

300 1 (10)

10, 20, 30, 40, 50
60, 70, 80, 90,100

25
32
40
50
63
80
100

Descriptions

Rc1/8 Rc1/4 Rc3/8M5

50 to 30050 to 500

Note 1) Custom stroke length is available per 1mm 
increment.

Note 2) Lengths exceeding the standard stroke are 
available in increments of 10 to the maximum 
stroke.

             (Example)    16: 60, 70, 80, 90,100
Note 3) Custom stroke length ( E.g. 64 stroke) is the 

same as the next longer (E.g. 70 stroke).
Note 4)     25 to    50:     63 to    100 150 to 300: Some 

structure and the total length differ for 200 to 
300.

+2.0
0

Note 2)10, 15, 20, 25, 30, 40
50, 60, 70, 80, 90,100

Switch specifications

Applications

Light

Load voltage

Load current

Internal voltage drop

Leakage current

Output delay hour Note 1

(ON/OFF delay)

Insulation resistance

Withstand voltage

Maximum shock resistance

Ambient temperature

Protective structure

Descriptions
T2YD

Proximity 2 wire

Red/green LED (ON lighting)

24 VDC     10%

5 to 20mA DC

6V or less

1.0mA or less

30 to 60ms

100M     and over with 500 VDC megger

No failure when 1000 VAC is applied for one minute

980m/s2

-10 to + 60    

JIS C0920 (water tight type), IEC standards IP67, oil registance

Lead wire length

Programmable controller

1m (oil resistant vinyl cabtire cable
   6, 0.5mm2 x 2 conductor) Note 2, Note 3

Note 1: This shows the time from magnetic sensor detects piston magnet until outputs a signal.
Note 2: For lead wire length, 3m and 5m are available as an option.
Note 3: For lead wire material, flame resistance type is available as an option.

 Bore size:    25,    32,    40,    50,    63,    80,    100

JIS symbol

Compact cylinder
Double acting single rod high load coil scraper type

SSD-KG1 Series

Compact cylinder
Double acting single rod high load spatter adherence prevention type

SSD-KG4 Series
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Cylinder weight table (weight with switch includes weight with two switches)

(Unit: g)

(Unit: g)

(Unit: g)

25

32

40

50

63

80

100

482

680

875

1390

1883

3113

4308

573

794

1018

1584

2162

3526

4875

514

723

928

1474

1993

3286

4536

605

837

1071

1668

2272

3699

5103

546

766

981

1558

2103

3459

4764

637

880

1124

1752

2382

3872

5331

578

809

1034

1642

2213

3632

4992

669

923

1177

1836

2492

4045

5559

610

852

1087

1726

2323

3805

5220

701

966

1230

1920

2602

4218

5787

642

894

1140

1824

2433

3978

5448

733

1008

1283

2018

2712

4391

6015

674

937

1193

1909

2543

4151

5676

765

1051

1336

2103

2822

4564

6243

706

980

1246

1994

2653

4324

5904

797

1094

1389

2188

2932

4737

6471

738

1023

1299

2079

2763

4497

6132

829

1137

1442

2273

3042

4910

6699

770

1066

1352

2164

2873

4670

6360

861

1180

1495

2358

3152

5083

6927

No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch
110 120 130 140 150 160 170 180 190 200Stroke length (mm)

Bore size (mm)

25

32

40

50

63

80

100

162

249

345

549

782

1382

2029

253

363

488

743

1061

1795

2596

178

270

372

591

-

-

-

269

384

515

785

-

-

-

194

292

398

634

892

1555

2257

285

406

541

828

1171

1968

2824

209

314

424

677

-

-

-

300

428

567

871

-

-

-

226

336

451

718

1003

1729

2484

317

450

594

912

1282

2142

3051

258

379

504

802

1113

1902

2712

349

493

647

996

1392

2315

3279

290

422

557

886

1223

2075

2940

381

536

700

1080

1502

2488

3507

322

465

610

970

1333

2248

3168

413

579

753

1164

1612

2661

3735

354

508

663

1054

1443

2421

3396

445

622

806

1248

1722

2834

3963

386

551

716

1138

1553

2594

3624

477

665

859

1332

1832

3007

4191

418

594

769

1222

1663

2767

3852

509

708

912

1416

1942

3180

4419

450

637

822

1306

1773

2940

4080

541

751

965

1500

2052

3353

4647

No switch w/ switch No switch w/ switch No switch w/ switchNo switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch
10 15 20 25 30 40 50 60 70 80 90 100Stroke length (mm)

Bore size (mm)

25

32

40

50

63

80

100

813

1109

1405

2249

2982

4842

6589

893

1223

1548

2443

3261

5255

7156

845

1152

1458

2334

3092

5015

6817

925

1266

1601

2528

3371

5428

7384

877

1195

1511

2419

3202

5188

7045

957

1309

1654

2613

3481

5601

7612

909

1238

1564

2504

3312

5361

7273

989

1352

1707

2698

3591

5774

7840

941

1281

1617

2589

3422

5534

7501

1021

1395

1760

2783

3701

5947

8068

973

1324

1670

2674

3532

5707

7729

1053

1438

1813

2868

3811

6120

8296

1005

1367

1723

2759

3642

5880

7957

1085

1481

1866

2953

3921

6293

8524

1037

1410

1776

2844

3752

6053

8185

1117

1524

1919

3038

4031

6466

8752

1069

1453

1829

2929

3862

6226

8413

1149

1567

1972

3123

4141

6639

8980

1101

1496

1882

3014

3972

6399

8641

1181

1610

2025

3208

4251

6812

9208

No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch No switch w/ switch
210 220 230 240 250 260 270 280 290 300Stroke length (mm)

Bore size (mm)

SSD-KG1/KG4 Series
Specifications
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<Example of model number>
SSD-KG4L-32-10-T2YD-R-N
Model: Compact cylinder

Double actiong with spatter adherence ploof

Bore size :     32mm

Stroke length : 10mm

Switch model no. : Strong magnetic field proof proximity switch T2YD

  · Lead wire length 1m

Switch quantity : One on rod end

Option : Rod end male thread

Note on model no. selection

B

C

D

E

F

Note 1: The mounting bracket is enclosed when shipped.

Note 2: When LB2 or FA is selected, the piston rod end thread 

length dimensions WF are different from the standard 

dimensions. Refer to Pages 939 to 940 for the 

dimentions.

Note 3: "I" and "Y" can not be selected at the same time.

B

B

How to order
Without switch

Bore size

A Model no.

C

D

Stroke length

Switch model no.

N1032SSD-KG4

N I

I

R1032

LB

LBT2YDSSD-KG4L
With switch

E Switch quantity

F Option

G Mounting
bracket
Note 1
Note 2

H Accessory
Note 3

Symbol Descriptions

Stroke length (mm)C

Switch model no.D

Switch quantityE

OptionF

*Lead wire length

25
32
40
50
63
80
100

25
32
40
50
63
80
100

Bore size (mm)B

Refer to the stroke length table on following page.

Blank Rod end female thread
N Rod end male thread

R
H
D

1 on rod end
1 on head end
2

Mounting bracketG

LB
LB2
CB
CB2
FA
FB

Axial foot
Axial foot (compact type)
Clevis (pin and snap ring attached)
Clevis (compact type) (pin and snap ring attached)
Rod end flange type
Head end flange type

Blank
3
5

1m (standard)
3m (option)
5m (option)

Axial
lead wire

Radial
lead wire

Contact Indication
Lead
wire

T2YD*
T2YDT*

-
-

Strong magnetic
field proof switchPro

xim
ity

2-wire

Symbol Descriptions

SSD-KG1
SSD-KG1L
SSD-KG4

SSD-KG4L

Double acting single rod high load coil scraper type
Double acting single rod high load, coil scraper type/with switch
Double acting single rod high load spatter adherence prevention type
Double acting single rod high load spatter adherence prevention type/with switch

Model no.A

Accessory (permissible if rod end male thread "N" was selected.)H

I
I2
Y
Y2

Rod eye
Rod eye (compact type)
Rod clevis (pin and snap ring attached)
Rod clevis (compact type) (pin and snap ring attached)

SSD-KG1/KG4 Series
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Switch model no.
(Item      previous page)

How to order switch

SW T2YD

D

How to order mounting bracket

Foot (LB)
Foot (LB2)
Flange (FA/FB)
Clevis (CB)
Clevis (CB2)

Bore size (mm)
Mounting bracket

SSD-LB-25

SSD-LB2-25

SSD-FA-25

SSD-CB-25

SSD-CB2-25

SSD-LB-32

SSD-LB2-32

SSD-FA-32

SSD-CB-32

SSD-CB2-32

    32

SSD-LB-40

SSD-LB2-40

SSD-FA-40

SSD-CB-40

SSD-CB2-40

    40

SSD-LB-50

SSD-LB2-50

SSD-FA-50

SSD-CB-50

SSD-CB2-50

    50

SSD-LB-63

SSD-LB2-63

SSD-FA-63

SSD-CB-63

SSD-CB2-63

    63

SSD-LB-80

SSD-LB2-80

SSD-FA-80

SSD-CB-80

SSD-CB2-80

    80

SSD-LB-100

SSD-LB2-100

SSD-FA-100

SSD-CB-100

SSD-CB2-100

    100    25

Note 1: The foot type mounting bracket is provided as 2 pcs./set.
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1

Per 1 mm increment

300

Stroke length (mm)
Applicable bore size

10

15

20

25

30

40

50

60

70

80

90

100

(Stroke length table)

    25     32     40    100    80    63    50

Min. stroke length (mm) Note 1

Max. stroke length (mm)

Custom stroke length Note 2

Note 1: Less than 10mm of the type with a strong magnetic field proof switch is not available.
Note 2: The total length is the same as the next longer standard stroke length.

SSD-KG1/KG4 Series
How to order


