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Specifications

Bore size

Actuation

Working fluid

Max. working pressure

Min. working pressure

Withstanding pressure

Ambient temperature

Port size

Stroke tolerance

Working piston speed

Cushion

Lubrication

Allowable energy absorption

SSD-DG1/DG4
SSD-DG1L/DG4L (with switch)

Double acting

Compressed air

1.0

1.6

-10 to 60 (no freezing)

+1.0

0

None

Not required (when lubricating, use turbine oil ISOVG32.)

    40    32    25

0.092

    100

0.56

    50

0.1

    63

0.12

    80

0.270.0250.021

mm

MPa

MPa

MPa

 

mm

mm/s

J

0.150.2

Stroke length
Max. stroke length (mm)Standard stroke length (mm)Bore size (mm)

50

50

Min. stroke length (mm) (with strong magnetic field proof switch)

1 (10) Note 1)

The value in ( ) is for type with

one switch or two switches.

Note 1) Custom stroke length is available per 1mm increment.

5, 10, 15, 20,

25, 30, 40, 50

5, 10, 20, 30, 40, 50

25

32

40

50

63

80

100

Descriptions

Rc1/8 Rc1/4 Rc3/8

50 to 500 50 to 300

Switch specifications
Strong magnetic field proof proximity

Applications

Light

Load voltage

Load current

Internal voltage drop

Leakage current

Output delay hour Note 1

(ON/OFF delay)

Insulation resistance

Withstand voltage

Maximum shock resistance

Ambient temperature

Protective structure

Descriptions
T2YD

Proximity 2 wire

Red/green LED (ON lighting)

24 VDC     10%

5 to 20mA DC

6V or less

1.0mA or less

30 to 60ms

100M    and over with 500 VDC megger

No failure when 1000 VAC is applied for one minute

980m/s2

-10 to + 60    

JIS C0920 (water tight type), IEC standards IP67, oil registance

Lead wire length

Programmable controller

1m (oil resistant vinyl cabtire cable
    6, 0.5mm2 x 2 conductor) Note 2, Note 3

Note 1: This shows the time from magnetic sensor detects piston magnet until outputs a signal.
Note 2: For lead wire length, 3m and 5m are available as an option.
Note 3: For lead wire material, flame resistance type is available as an option.

 Bore size:    25,    32,    40,    50,    63,    80,    100

JIS symbol

Compact cylinder
Double acting double rod coil scraper type

SSD-DG1 Series

Compact cylinder
Double acting double rod spatter adherence prevention type

SSD-DG4 Series
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Cylinder weight table (weight with switch includes weight with two switches)

25

32

40

50

63

80

100

(Unit: g)

234

308

446

696

1128

1995

2984

325

423

589

890

1254

1925

3611

No switch With switch
249

354

473

746

1203

2112

3153

No switch
340

468

616

940

1567

2042

3775

With switch
265

399

499

796

-

-

-

356

514

642

989

-

-

-

No switch With switch
281

446

526

846

1353

2345

3490

372

560

669

1041

1717

2798

4072

No switch With switch
297

490

553

896

-

-

-

388

605

696

1089

-

-

-

No switch With switch
313

537

579

946

1503

2578

3828

403

651

732

1139

1867

3031

4440

No switch With switch
344

631

632

1046

1654

2812

4165

435

741

775

1239

2018

3275

4767

No switch With switch
375

725

685

1149

1804

3045

4503

466

831

828

1343

2168

3508

5095

No switch With switch
5 10 15 20 25 30 40 50Stroke length (mm)

Bore size (mm)

SSD-DG1/DG4 Series
Specifications
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<Example of model number>
SSD-DG4L-32-10-T2YD-R-N
Model: Compact cylinder

Double acting double rod spatter adherence prevention types

Bore size :    32mm

Stroke length : 10mm

Switch model no. : Strong magnetic field proof proximity switch T2YD

  · Lead wire length 1m

Switch quantity : One on rod end

Option : Rod end male thread

Note on model no. selection

B

C

D

E

F

Note 1: The mounting bracket is enclosed when shipped.
Note 2: When LB2 or FA is selected, the piston rod end thread 

length dimensions WF are different from the standard 
dimensions. Refer to Pages 939 to 940 for the dimentions.

Note 3: "I" and "Y" can not be selected at the same time.

B

B

How to order
Without switch

Bore size
A Model no.

C

D

Stroke length

Switch model no.

N1032SSD-DG4

N I

I

R1032

LB

LBT2YDSSD-DG4L
With switch

E Switch quantity

F Option

G Mounting
bracket
Note 1
Note 2

H Accessory
Note 3

Switch model no.
(Item       above)

How to order switch

SW T2YD

D

Stroke length (mm)C

Switch model no.D

Switch quantityE

OptionF

*Lead wire length

25
32
40
50
63
80
100

25
32
40
50
63
80
100

Bore size (mm)B

Refer to the stroke length table on following page.

Blank Rod end female thread
N Rod end male thread

R
H
D

1 on rod end
1 on head end
2

Mounting bracketG

LB
LB2
FA

Axial foot
Axial foot (compact type)
Rod end flange type

Blank
3
5

1m (standard)
3m (option)
5m (option)

Axial lead wire Radial lead wire Contact Indication
Lead
wire

T2YD*
T2YDT*

-
-

Strong magnetic
field proof switch

Strong magnetic field
proof cable connector switchPr

ox
im

ity

2-wire

Symbol Descriptions

SSD-DG1
SSD-DG1L
SSD-DG4

SSD-DG4L

Double acting double rod coil scraper type
Double acting double rod coil scraper type/with switch
Double acting double rod spatter adherence prevention type
Double acting double rod spatter adherence prevention type/with switch

Model no.A

T2YDU (custom order)

Accessory (permissible if rod end male thread "N" was selected.)H

I
I2
Y
Y2

Rod eye
Rod eye (compact type)
Rod clevis (pin and snap ring attached)
Rod clevis (compact type) (pin and snap ring attached)

How to order mounting bracket

Foot (LB)

Foot (LB2)

Flange (FA)

Clevis (CB)

Clevis (CB2)

Bore size (mm)
Mounting bracket

SSD-LB-25

SSD-LB2-25

SSD-FA-25

SSD-CB-25

SSD-CB2-25

SSD-LB-32

SSD-LB2-32

SSD-FA-32

SSD-CB-32

SSD-CB2-32

    32

SSD-LB-40

SSD-LB2-40

SSD-FA-40

SSD-CB-40

SSD-CB2-40

    40

SSD-LB-50

SSD-LB2-50

SSD-FA-50

SSD-CB-50

SSD-CB2-50

    50

SSD-LB-63

SSD-LB2-63

SSD-FA-63

SSD-CB-63

SSD-CB2-63

    63

SSD-LB-80

SSD-LB2-80

SSD-FA-80

SSD-CB-80

SSD-CB2-80

    80

SSD-LB-100

SSD-LB2-100

SSD-FA-100

SSD-CB-100

SSD-CB2-100

    100    25

Note 1: The foot type mounting bracket is provided as 2 pcs./set.
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Per 1 mm increment

50

Stroke length (mm)
Applicable bore size

5

10

15

20

25

30

40

50

(Stroke length table)

   25    32    40    100   80   63   50

Min. stroke length (mm) Note 1

Max. stroke length (mm)

Custom stroke length Note 2

Note 1: Less than 10mm of the type with a strong magnetic field proof switch is not available.
Note 2: The total length is the same as the next longer standard stroke length.

SSD-DG1/DG4 Series


